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ABSTRACT 
Although absorption cooling has been available for many years, the technology has typically been 
viewed as a poorly performing alternative to vapour compression refrigeration. Rising energy prices 
and the requirement to improve energy-efficiency is however driving renewed interest in the 
technology, particularly within the context of combined cooling, heat and power systems (CCHP) for 
buildings. In order to understand the performance of absorption cooling, numerous models are 
available in the literature. However, the complexities involved in the thermodynamics of absorption 
chillers have so far restricted researchers to creating steady state or dynamic models reliant on data 
measurements of the internal chiller state, which require difficult-to-obtain, intrusive measurements. 
The pragmatic, yet fully-dynamic model described in this paper is designed to be easily calibrated 
using data obtained from the measurements of inflows and outflows to a chiller, without resorting to 
intrusive measurements. The model comprises a series of linked control volumes featuring both 
performance maps and lumped mass volumes, which reflect the underlying physical structure of the 
device. The model was developed for the ESP-r building simulation tool. This paper describes the 
modelling approach, theory and limitations, along with its calibration and the application of the model 
to a specific example.  
 
1. INTRODUCTION 
The increased use of air conditioning in buildings, including dwellings over the last 30 years has 
contributed to a significant increase in electrical energy consumption [1], particularly in southern 
European countries [2]. The conditioning systems installed are typically packaged, split vapour 
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compression units [3]. Due to escalating fuel costs worldwide, interest is growing in less energy 
intensive forms of cooling. Thermally activated absorption cooling powered either by heat absorbed 
by solar collectors [1, 4] or from waste heat produced by a CCHP trigeneration system [5, 6], is 
possibly one of the most well known and researched alternatives.  
 
1.1  The need for a dynamic model 
In order to predict model performance under fixed operating conditions steady-state models are used 
[7]. A number of steady-state models typically used as design aids have been developed [8-11]. 
However, chiller systems will typically operate under dynamic conditions, due to (for example) on/off 
or modulating behaviour, start-up and shut down or other temporal fluctuations in operating conditions, 
as discussed by Jeong et al. [12] and Fujii et al. [7]. Dynamic models [12-16], whilst intrinsically more 
complex, are therefore a more appropriate means to assess the performance of absorption chillers 
within a trigeneration system reliant on transient heat input such as that supplied by solar energy and 
subject to a fluctuating load. 
 
1.2 Existing dynamic models  
Most of the existing attempts at dynamic absorption chiller modelling have resulted in the creation of 
detailed models of specific chillers [17] or detailed models of specific cycles and system 
configurations [18]. An alternative approach is to develop a model capable of being easily customised 
through calibration with data obtained for different units. Fu et al. [15] and Fujii et al. [7] both present 
studies aimed at flexible and customisable models. Fu et al. [15] created an extension to the idea of 
the ABSIM modular program [11] to offer ABSLM, an object-oriented dynamic library, built using the 
language Modelica, which provides a component list (e.g. pumps, condenser, evaporator etc.) 
enabling the creation of different types of absorption chiller configurations. Fujii et al. [7] developed an 
object-oriented model capable of predicting the transient behaviour of absorption refrigerators with an 
arbitrary cycle configuration, using a triple-effect system as an example. Other examples of dynamic 
models of absorption chillers include work carried out by Takagi et al. which simulate the behaviour of 
a single effect absorption chiller using HVACSIM
+
 [14], and Nurzia [19] which uses the transient 
simulation code TRNSYS [20] to model a similar single-stage absorption chiller.  
 
1.3 Requirement for a new model 
The models described above typically require the user to define the characteristics of the components 
comprising the desired absorption chiller such as the individual components’ heat exchange surface 
area, individual internal component dimensions, solution composition and internal mass flow rates. 
This is a non-trivial task requiring invasive experimental techniques which are difficult to perform and 
very time-consuming; limiting the flexibility and adaptability of these models.  
 
The scope of this research was therefore to create a functional dynamic model, which could be 
adapted to represent different chillers using easily obtainable data. The model concept is similar to 
that developed by the IEA ECBCS Annex 42 in [21] where the model of a generic engine-based CHP 
system was developed comprising performance maps linking key input and output parameters, 
coupled with lumped thermal masses that enabled transient thermal performance to be captured. The 
Annex 42 model was complemented by a calibration approach using non-invasive tests and 
measurements. The chiller model developed and described in this paper represents a single-effect 
hot water fed lithium bromide-water absorption chiller, the most apt [7] for use in CCHP trigeneration 
systems.  
 
2. DEVELOPMENT OF THE PROPOSED MODEL 
The chiller model was developed for the ESP-r building simulation tool [22] in which a complex 
system such as a building or a plant system can be reduced to series of discrete control volumes, 
represented by a node, to which the conservation of energy and mass can be applied [23]; this 
approach is extended to the modelling of the absorption chiller. It should be noted that the model 
described in this paper can be integrated into other common, dynamic simulation tools such as 
TRNSYS [20] or EnergyPlus [24]. 
 
2.1 The control volume concept used to model the thermal transients inside the chiller 
A single-effect absorption chiller can be described using a three node system with each individual 
node representing the thermal mass corresponding to one of the water circuits associated with the 
absorption chiller, specifically the chilled water, cooling water and hot water circuits. The concept is an 
evolution of the one outlined by Beausoleil-Morrison et al. in [25] who develop a steady-state chiller 
model for ESP-r.  
 
  
Fig. 1 - The absorption chiller system represented by a system of three nodes 
 
Figure 1 shows the chiller represented by a series of three control volumes and the respective energy 
flows within each node. Node i represents the chilled water circuit, incorporating the evaporator 
casing and the mass of refrigerant and chilled water. Qi is the net energy process occurring internally 
within the control volume which affects the incoming chilled water circuit. Node j represents the 
cooling water circuit, comprising the condenser, absorber and heat exchanger casing and the mass of 
refrigerant, cooling water and solution contained within them. Qj, in this case is the net energy process 
occurring internally within the Node j which affects the cooling water circuit. Finally, in the upper part 
of the diagram Node g represents the hot water circuit including the generator casing and the mass of 
solution and water contained within it. Similarly as for Qi and Qj, Qg is the net energy process 
occurring in the respective control volume, which in this case affects the hot water circuit. 
 Applying basic energy and mass conservation individually on the three nodes, three partial differential 
equations, one for each node are obtained as follows: 
  
For Node i, for an incoming chilled water flow rate ṁ having specific heat capacity   
̅
 
⁄ = 	ṁ −  +	Q, where - (1) 
Q =	ṁℎ −	ℎ  - (2) 
 
For Node j, for an incoming cooling water flow rate ṁ having specific heat capacity   
̅
 
⁄ = 	ṁ ! − " +		Q, where - (3) 
Q =	ṁℎ −	ℎ# +  ṁℎ +	ṁ$ℎ$ −	ṁℎ"  - (4) 
 
For Node g, for an incoming hot water flow rate ṁ% having specific heat capacity %  
̅
 
⁄ = 	ṁ%%  − " + 	&' ( − " + Q, where - (5) 
Q =	  ṁ!ℎ! −	ṁ)ℎ) −	ṁℎ"        - (6)  
 
The extra term UA(Tenv – Tg) in the analysis of Node g represents the heat transfer to and from the 
environment. The numbers in subscript refer to the individual state points within the chiller cycle as 
shown in Figure 1. Solving equations (1), (3) and (5) using a numerical approximation with a time 
interval ∆t as described in [23, 26-28] yields the temperatures of the three nodes, Ti, Tj, and Tg - the 
outlet temperatures of the three water circuits, the chilled, cooling and hot water circuits, respectively. 
In Figure 1 these are T18, T16 and T12 respectively. 
 
2.2 Finding the state points within the chiller 
In order to obtain Qi, Qj and Qg, the net energy flows into and out of Node i, Node j and Node g 
respectively, the individual state points within the chiller’s thermodynamic cycle are calculated as 
follows: 
 
Equations and assumptions used to find Qi 
Recall from equation (2) that:  
Q =	ṁℎ −	ℎ   
 
Making the reasonable assumption that the refrigerant exits the evaporator as dry vapour, h10 can be 
considered to be the specific enthalpy at dry conditions of plow, the low pressure inside the evaporator-
absorber. Also, assuming adiabatic expansion in the expansion valve implies that h9 is equal to h8, the 
specific enthalpy at wet vapour conditions of phigh, the high pressure inside the condenser-generator. 
The low pressure (plow) inside the evaporator-absorber and the high pressure (phigh) inside the 
condenser-generator are found based on empirically calibrated data as explained in Section 3.1. No 
pressure loss is assumed to occur between the condenser and generator and similarly between the 
evaporator and the absorber. The refrigerant mass flow rate, ṁ, is found using equation (7).  
 
ṁ = *+,- .1000ℎ − ℎ1⁄ 			 - (7)	
 
CHPower, the chiller’s refrigerating output power is found using empirically calibrated data as described 
in Section 3.2. 
 
Equations and assumptions used to find Qj 
Recall from equation (4) that:  
Q =	ṁℎ −	ℎ# +  ṁℎ +	ṁ$ℎ$ −	ṁℎ" 
 
Performing a mass balance analysis on the generator yields: 
ṁ + ṁ2% = ṁ-34 - (8) 
 
Assuming that all solution concentration changes occur only in the absorber and generator, the 
concentration in the weak and strong solution branches can be assumed to be constant such that 
5 = 56 = 5! = 5-34 and 5) = 57 = 5$ = 52%, from which the circulation factor f results as shown 
in equation (9). 
 
8 = 9:;<=>?9:;<=>?@9ABCD =
ṁABCD
ṁ<BE
 - (9) 
 The solution concentrations inside the two branches, Xstrong, and Xweak¸ are found using an iterative 
process which make use of a series of equations described by Kaita in [29]. In this iterative process 
use is made of T1, which is assumed to be slightly higher than the arithmetic mean between the inlet 
and outlet temperature of the cooling water circuit temperatures, T13 and T16 respectively, and T4 
which is assumed to be slightly lower than the inlet temperature of the hot water circuit, T11. T1 and T4 
are calculated using equation (10) and (11) respectively. 
 
 = ! + 1.275$ − ! 2⁄  - (10) 
) = 0.95 - (11) 
 
Assuming solution saturation and considering the case of Xweak, the iterative process relies on 
comparing plow (the low cycle pressure calculated using the empirical method explained in Section 3.1) 
with pweak [the low cycle pressure calculated as a function of solution concentration and temperature 
as shown in equations (12), (13) and (14)] until the two values are equal. The coefficients Nvw in 
equation (14) are given in Table 1 as described by Kaita in [29]. 
 
K-34 = 10L,, where - (12) 
MNO = 7.05 − P $!.7)6!.7QRS − P
.)77TU
6!.7QRV S, where D, the dew point temperature is - (13) 
W = ∑ ∑ Y(-5 − 40(-!-[6([   - (14) 
 
Table 1 - Coefficients to calculate the dew point temperature  
w N0w N1w N2W 
0            -9.133128  9.439697 x 10
-1
 -7.324352 x 10
-5
 
1 -4.759724 x 10
-1
 -2.882015 x 10
-3
 -1.556533 x 10
-5
 
2 -5.638571 x 10
-2
 -1.345453 x 10
-4
   1.992657 x 10
-6
 
3 1.018418 x 10
-3
  5.852133 x 10
-7




For equation (14) T is T1 derived from equation (10), whilst Xweak is varied from an initial concentration 
of X being equal to 40% up to a point where pweak is equal to plow. Equation (14) is valid for a 
concentration X in the range of 40% to 65% [29], a wide enough range to include typical working 
concentrations for absorption cycle chillers and ensuring no crystallisation problems occur above 65% 
[30]. Similarly for Xstrong, the same iterative process is repeated this time using T4, phigh and pstrong. 
 
Considering the solution at Point 1 and Point 6, respectively, the weak solution exiting the absorber 
and the strong solution entering the absorber to be saturated, the specific enthalpy of Point 1 and 
Point 6, h1 and h6, are calculated using the general form of equation (15) [29].   
 
ℎ = .3.462023 − 2.679895x10@6X1 + 0.5.1.3499x10@! − 6.55x10@$X1.61 + .162.81 − 6.0418X −
4.5348x10@!X6 + 1.2053x10@!X!1 - (15) 
 
In the case of h1, the temperature is T1 and the solution concentration is X1. On the other hand, 
assuming again that the expansion process in the expansion valve is completely adiabatic, h6 is equal 
to h5. T5 which is used to find h5 is in this case calculated using equation (16). T5 is assumed to be 
slightly lower than the mid-point temperature between the generator and the absorber.   
 
7 = 0.95 − a0.95 −  - (16) 
 
The specific enthalpy at Point 7, h7, the exit point of the refrigerant from the generator assumed to be 




ℎ = b cd
eUfghigV@.!dejfghigQ6$#	k@c!6.7#lm fghig"Q67!.6k"
 n  − # + 32.508Ln prstr" + 2513.2  
 - (17) 
 
In equation (17) T8 is the saturation temperature at the high cycle pressure phigh, whilst T7 is calculated 
using equation (18); the mean temperature of the solution flows in and out of the generator [8].  
 
 = 0.5) + ! = 0.5) + ℎ! -34⁄   - (18) 
 
cweak is the specific heat of the lithium bromide-water solution inside the weak solution branch 
calculated using equation (19) (from Kalogirou [31]). 
-34 = 9.76u10@75-346 − 3.751u10@65-34 + 3.8254 - (19) 
 
Equations and assumptions used to find Qg 
Recall from equation (6) that:  
Q =	  ṁ!ℎ! −	ṁ)ℎ) −	ṁℎ"  
 
The specific enthalpy at point 4, h4, the strong solution at the exit of the generator is again found using 
equation (15); h3, is calculated as shown in equation (20). 
 
ℎ! = ℎ6 +	1 − 1 8⁄ ℎ) − ℎ7 - (20) 
 
The specific enthalpy at point 2, h2, the weak solution at the exit of the pump is calculated using 
equation (21).   
 
ℎ6 = ℎ +vwxy	zw{|	}~	KK  
= ℎ +
 K − K-"
.1145.36	 + 	470.84X6 + 1374.79X66 − 0.333393 + 0.571749X66273 + 1 
- (21) 
 
3.  MODEL CALIBRATION 
The data required to calibrate the component (see Table 2) is derived from two sources:  
 
• Some of the parameters including the highest and lowest permissible high and low pressure, 
the minimum chilled water protection temperature and the working minimum hot water outlet 
temperature can be extracted directly from manufacturer’s data sheets as these are typically 
listed to avoid any damage being caused to the chiller.  
 
• The high (phigh) and low (plow) pressure curve coefficients (a0, a1, b0 and b1), the chiller’s 
refrigerating power output function (CHPower) curve coefficients (d0, d1, d2 and d3), the thermal 
masses (Mi, Mj and Mg) and the mass weighted average specific heat values (,	 and ct) all 
require empirical data, obtained from a three stage calibration process. Details on how these 
values can be obtained are given in Sections 3.1, 3.2 and 3.3. 
 
Table 2 lists the parameters that require calibration together with the respective values obtained after 
calibrating the model with experimentally measured data acquired for a 10 kWth absorption chiller 
developed by SK SonnenKlima GMbH [32, 33].  
 
Table 2 - Component coefficients and data describing the absorption chiller plant component  
Nodal specific parameters:  
Node i  
1 Mi - Evaporator total mass (kg) Value =    99.999 
2   - Mass weighted average specific heat of evaporator (kJ/kgK) Value =    2.7432     
Node j  
3 Mj - Condenser and absorber total mass (kg) Value =    128.70 
4   - Mass weighted average specific heat of condenser and absorber (kJ/kgK) Value =    2.1609   
Node g  
5 Mg - Generator total mass (kg) Value =    66.607    
6 ̅	- Mass weighted average specific heat of generator (kJ/kgK) Value =   1.9913        
Whole device parameters:  
1 Recovery heat exchanger efficiency (ƞ) Value =    0.6400        
2 UA Modulus (W/K) Value =    3.5000 
3 pHigh - High pressure curve coefficient (a0) Value =    0.0735       
4 pHigh - High pressure curve coefficient (a1) Value =    0.3429             
5 Highest permissible high pressure (kPa) Value =    8.0000    
6 Lowest permissible high pressure (kPa) Value =    4.0000   
7 plow - Low pressure curve coefficient (b0)   Value =   -0.0137   
8 plow - Low pressure curve coefficient (b1)        Value =    2.4019      
9 Highest permissible low pressure (kPa) Value =    2.0000           
10 Lowest permissible low pressure (kPa) Value =    1.0000  
11 Working maximum outlet temp cooling water (°C)   Value =    40.000    
12 Working minimum outlet temp hot water (°C) Value =    42.000                       
13 CHPower - Power function coefficient (d0) Value =   -6370.0        
14 CHPower - Power function coefficient (d1) Value =    304.90        
15 CHPower - Power function coefficient (d2) Value =    168.30   
16 CHPower - Power function coefficient (d3) Value =   -76.520   
17 Minimum chilled water temp protection (°C) Value =    2.5000          
18 Circulation pump electrical efficiency (-) Value =    0.9000 
Control variables:  
1  ‘On’/‘Off’ Control signal (-) Value =    1/0 
 
3.1  Cycle high and low pressures in terms of the hot water circuit inlet temperature 
This section explains how the general relationships between the internal high (phigh) and low (plow) 
cycle pressures and the incoming inlet temperature of the hot water circuit were obtained and how the 
pressure curve coefficients (a0, a1, b0 and b1) were eventually calibrated.  
 
3.1.1 Calibration 1: Obtaining the cycle high and low pressures in terms of the hot water 
circuit inlet temperature 
Experimental data obtained from the IEA Task 38 Solar Heating and Cooling Programme (personal 
communication, October 29, 2010) for the mentioned 10 kWth absorption chiller shows that over the 
working range of inlet water circuit temperatures (lowest and highest hot water temperature working 
range [55-95°C - 40°C], lowest and highest cooling water temperature working range [35-27°C - 7°C] 
and lowest and highest chilled water temperature working range [20-6°C - 14°C]) [32], both the high 
pressure inside the condenser-generator and the low pressure inside the evaporator-absorber are 
predominantly effected by the hot water circuit inlet temperature, and that the inlet temperatures of the 
cooling and chilled water flow circuits have only a marginal effect on the cycle pressures. Also, the 
control scheme employed by most chillers is to use constant water circuit flow rates and use the hot 
or cooling water inlet circuit temperature to control the output power of the absorption chiller [34]. 
Considering these conditions, a reasonable assumption is therefore that the cycle pressures can be 
modelled as a function of hot water circuit inlet temperature.  
 
 
Fig. 2 - Internal low and high cycle pressures vs. hot water inlet temperature  
 The experimental data of Figure 2 shows how the high pressure inside the condenser-generator and 
the low pressure inside the evaporator-absorber vary over the whole range of hot water circuit inlet 
temperatures. Both the high pressure inside the condenser-generator and the low pressure inside the 
evaporator-absorber vary linearly with change in hot water circuit inlet temperature. However, 
whereas the pressure inside the condenser-generator increases with increasing temperature, the 
pressure inside the evaporator-absorber decreases with increasing temperature.  
 
The high and low cycle pressure curves coefficients (a0, a1, b0 and b1) can therefore be derived by 
varying the hot water circuit inlet temperature to the generator and recording the resulting part-load 
cycle pressures. A similar calibration exercise can be repeated to obtain the characteristics of any 
other chiller. The relationships describing the behaviour of the two system pressures with a 
corresponding change in T11, the hot water circuit inlet temperature in °C, were obtained using a linear 
regression analysis on the test data shown in Figure 2. Table 3 shows the general and particular 
equations for the calibrated chiller together with the corresponding correlation coefficients. 
 
Table 3 - Relationships between hot water inlet temperature and the high and low pressure   
 General equation  
Specific equation for 
calibrated chiller 
Correlation coefficient 
with measured data (R
2
) 
Low pressure inside Evaporator-
Absorber (plow)                        
(kPa) 
a0+a1(T11)   (22) 0.0735(T11) + 0.3429 0.9953 
High pressure inside Condenser-
Generator (phigh)                      
(kPa) 
b0+b1(T11)   (23) -0.0137(T11) + 2.4019 0.9995 
 
3.2 Calibration 2: Obtaining the chiller’s refrigerating power output as a function of water 
circuits’ inlet temperatures  
This part of the calibration process obtains an expression for the chiller’s refrigerating power output 
function (CHPower) in terms of the three water circuits’ inlet temperatures. It is this calculated power 
output which serves as the “performance map” described earlier in Section 1.3 and which in 
conjunction with the internal high and low pressures values is used by the program to calculate the 
internal state points within the refrigeration cycle and the refrigerant mass flow rate (ṁ) from which 
all other internal mass flow rates are calculated. Similarly to the regression analysis performed in the 
previous section, the expression considers the case that the flow rates of all three incoming water 
circuits (hot, chilled and cooling water circuits) remain constant, whilst temperature can vary.  
 
The calibration used a time-series dataset compiled from three non-consecutive days during which 
the absorption chiller was being field tested together with a solar water heating system. This is similar 
to the approach employed by Ferguson et al. in [35]. Data was supplied in the form of 1-minute 
averaged recordings of the three water circuits’ individual inlet and outlet temperatures and their 
respective mass flow rates. The chiller’s refrigerating power output can be expressed in terms of the 
three water circuits’ inlet temperatures - the best fit being a simple linear relation having the general 
form of equation (24) shown in Table 4. 
 
Table 4 - Relationship between the chiller’s refrigerating power output and the water circuits’ inlet temperatures  
 General equation form Specific equation for calibrated chiller 
Chiller’s refrigerating 
power output  
(CHPower)            
(Watts) 
d0+d1(T17)+d2(T11)+d3(T13)   (24) -6370.7+304.9(T17)+168.3(T11)-76.52(T13) 
 
Where T11 is the hot water circuit inlet temperature, T13 is the cooling water circuit inlet temperature 
and T17 is the chilled water circuit inlet temperature. The coefficient values (d0, d1, d2 and d3) can be 
calibrated for any kind of single-effect lithium bromide-water chiller using a similar dynamic dataset 
obtained from experimental measurements.  
 
3.3 Calibration 3: Obtaining the total mass and the mass weighted average specific heat 
capacity of each individual node 
Once the internal state points of the chiller have been defined, the third and final part of the calibration 
process is needed to calibrate the total mass (Mnode) and the mass weighted average specific heat 
capacity (̅) of the individual nodes which together define the dynamic characteristics of the chiller. 
There are two methods which can be used to calibrate the total mass and the mass weighted average 
specific heat capacity. The first uses a “traditional” mathematical approach and can be used if enough 
information on the individual internal components is available. In this case the total mass (Mnode) of 
each individual node can simply be considered as the mathematical addition of all the masses (m1, 
m2,.;,  mn) represented by the node as shown in equation (25). The mass weighted average specific 
heat capacity (̅) is on the other hand, the specific heat of the node calculated using the specific 
heat values of the components making up an individual node (c1, c2,;., cn) as shown in equation (26). 
 
 =  +6 +⋯+  - (25) 
 
̅ =  +66 +⋯+  +6 +⋯+⁄   - (26) 
 
For this specific 10kWth chiller Kohlenbach in [34] gives a detailed breakdown of the masses and 
characteristics of the individual internal components from which Mnode and ̅ can be calculated as 
shown in Table 5. Using such a method however suffers from two major limitations. As discussed 
previously a first limitation is of course the fact that detailed data is required for the internal 
components of the chiller. This data may not be available or require intrusive measurements to obtain. 
An additional limitation is the fact that, in a complex plant system such as an absorption chiller where 
a considerable part of the mass (approx. 21% of the total mass) is water being moved along the plant 
component, it is difficult to accurately assign individual mass components to the individual nodes.  
 
To address these two limitations the proposed model permits a second method of calibration which 
relies completely on an iterative parametric identification process, which makes use of an optimization 
tool; this drives the simulation over multiple runs, comparing the modelled outlet temperatures of the 
three water circuits with the measured outlet water data for the same feed conditions. For each run 
the thermal masses (Mi, Mj and Mg) and the mass weighted average specific heat values (,	 and ct) 
are varied individually and the resulting error between the modelled and the measured outlet water 
temperatures computed. The values of the thermal masses and the mass weighted average specific 
heat values which best represent the internal dynamics of the chiller are obtained once the error, 
which in this case is the objective function, is minimised. This is similar to the parametric identification 
technique described in by Ferguson et al. in [35].  
 
Table 5 shows the calculated results for the thermal masses (Mi, Mj and Mg) and the mass weighted 
average specific heat values (,	 and ct) obtained using both methods; Method 1 using the known 
data of the characteristics of the internal components and Method 2 using the iterative process. 
 
Table 5 - Mnode and ̅ calculated using both methods 
Node Method i j g 
Total mass Mnode (kg) 
Method 1 47.0 122.4 79.7 
Method 2 100.0 128.7 66.6 
Mass weighted average specific heat capacity 
(kJ/kgK) 
Method 1 1.718 1.767 1.807 
Method 2 2.743 2.161 1.991 
 
Although the two set of results appear to be substantially different from one another, in practice, when 
modelling the dynamic output of the proposed chiller, the difference is negligible. Figure 3 (for 
example) shows the resulting temperature profile for the chilled water circuit using the thermal 
masses and the mass weighted average specific heat values calculated using both methods.  
 
 
Fig. 3 - Chilled water circuit outlet temperature response  
 
The two sets give very similar results with an average error calculated over the investigated period 
shown in Figure 3, between the modelled and measured data of 0.27°C in the case of Method 1, and 
0.21°C in the case of Method 2. 
 
4. VERIFICATION - MODEL TESTING AND COMPARISON BETWEEN MEASURED AND 
MODELLED DATA  
The model was verified using two techniques:  
 • an inter-model comparative exercise where the results obtained for the proposed chiller were 
compared to results obtained from the model presented by Kohlenbach and Ziegler in [13, 16], 
which was calibrated against the same 10 kWth chiller; and  
 
• the model was compared to a separate set of experimental results compared to that used for 
calibration purposes. 
 
4.1  Inter-model comparison 
Kohlenbach and Ziegler in [13, 16] performed a dynamic test on their model whereby it was first run at 
steady-state conditions at rated inlet temperatures and mass flow rates and then subjected to a 10°C 
step increase in hot water circuit inlet temperature. The results obtained in this experiment indicated 
that it took around 10-minutes for the hot water temperature to stabilise at the new state, and 
approximately 15-minutes for the remaining chiller parameters to reach steady-state, depending on 
the thermal mass involved in each internal component. Replicating this test using the dynamic model, 
the chiller was supplied at steady, rated conditions (hot water circuit inlet temperature of 75°C with a 
mass flow rate of 0.4kg/s, chilled water circuit inlet temperature of 18°C with a mass flow rate of 
0.8kg/s and the cooling water circuit inlet temperature of 27°C with a mass flow rate of 0.7kg/s). A 
step increase of 10°C was then applied to the hot water circuit inlet temperature. The simulation was 
run at a resolution of 1 second. The results obtained for the proposed model are very close to those 
reported by Kohlenbach and Ziegler, with the simulated hot water circuit outlet temperature modelled 
stabilising in 620 seconds. The Kohlenbach and Ziegler model reached a stable state at around 600 
seconds; this is a difference of around 3%. 
 
4.2  Comparison with experimental data 
The chiller was supplied with minute by minute inlet temperature measurements of the three water 
circuits entering the chiller from an empirical data set. The resulting set of simulated output 
temperatures was then compared to the measured data.  
 
Figure 4 shows how the results obtained for 5 hours of chilled water outlet temperature data modelled 
at 1-minute time resolution, along with the measured chilled water inlet and outlet temperatures data. 
The modelled data closely follows the measured data with identical time response patterns, yielding a 
maximum and mean error of 0.35°C and 0.09°C between the modelled and measured datasets, 
respectively. The standard deviation is 0.10°C. 
 
 
Fig. 4 - Measured vs. modelled chilled water data  
 
Figure 5, shows how the modelled data smoothed to give a weighted value to any possible outliers 
compares to an ideal fit. The modelled data again closely follows the ideal fit resulting in a correlation 
coefficient value of 0.995. 
 
 
Fig. 5 - Modelled chilled water circuit outlet temperature data vs. ideal fit  
 
Similarly, Figure 6 and Figure 7 show the modelled cooling and hot water outlet temperature profiles 
superimposed on the measured data for the same simulation period used in the case of the chilled 
water dataset.  
  
Fig. 6 - Measured vs. modelled cooling water datasets  
 
 
Fig. 7 - Measured vs. modelled hot water datasets  
 
Both figures show good agreement between the measured and modelled datasets, although showing 
a slightly positive temperature bias when compared to the results obtained from the chilled water. In 
terms of the cooling water circuit temperatures, the maximum and mean error values between the 
modelled and measured datasets were calculated to be 2.19°C and 0.22°C respectively. The 
calculated standard deviation was 0.61°C. The hot water circuit temperatures showed a similar 
behaviour to the cooling water temperatures with the maximum and mean error values between the 
modelled and measured datasets being 2.81°C and 0.46°C respectively, whilst the standard deviation 
was calculated to be 0.93°C.  
 
5. PERFORMANCE INSIDE A MICRO-TRIGENERATION SYSTEM   
The aim of this final section is to demonstrate how the proposed absorption chiller model can be 
integrated with other balance of plant components to represent a complete system. This section in 
fact presents some results (full results and methodology will be presented in a separate publication) 
obtained during the testing of the chiller model inside a micro-trigeneration fed centralised heating, 
ventilation and air conditioning (HVAC) system for a three storey residential building in the 
Mediterranean island of Malta. The analysis forms part of an extensive research aimed at 
understanding the effect certain building (e.g. the building fabric, size and occupancy and the 
electrical demand) and plant related features (e.g. addition of a chilled water storage tank and the 
addition of a solar water heating working in tandem with the CHP unit) have on a residential micro-
trigeneration system’s energetic, environmental and economic performance.  
 
Compared to the relatively stable electrical and thermal demands typical of large buildings, residential 
buildings have a very variable and time-dependant demand. Simulations performed at low resolutions 
(e.g. hours) are therefore not accurate enough when performing simulations of a highly varying 
environment such as that found in residential buildings and therefore typically a high temporal 
resolution of 1 minute is preferred [36]. The varying nature and the high temporal resolution required 
in this case necessitate the use of a dynamic compared to steady-state absorption chiller model.  
 
5.1 Micro-trigeneration plant configuration 
Figure 8 shows the specific micro-trigeneration system plant configuration used to simulate a plant 
system which includes a chilled water storage tank.  
 
 
Fig. 8 - Micro-trigeneration plant system configuration 
 The system model consists of a 5 kWel CHP unit (and an auxiliary boiler) feeding a 500 litre hot water 
buffer tank which then feeds both the domestic hot water tank and the absorption chiller. Hot water 
pump 2 runs at a constant flow rate of 0.8kg/s and its feed is equally divided between the domestic 
hot water tank and the chiller. The chiller feeds the chilled water storage tank with chilled water, whilst 
the cooling coils inside the ventilation system are fed chilled water from the chilled water storage tank. 
Both chilled water pumps run at a constant flow rate of 0.4kg/s. The chiller is controlled via a 
temperature sensor-actuator control scheme which senses the return temperature of the chilled water 
flowing back from the cooling coils into the storage tank. This sensor-actuator control scheme ensures 
that the chiller maintains the temperature inside the chilled water tank between 6°C and 12°C. The 
ventilation cooling coils are connected individually to each floor (one cooling coil for each floor), and 
each is individually controlled during specific hours of the day to keep the indoor temperature between 
21°C and 24°C. The cooling load supplied by each individual coil is controlled by varying the amount 
of chilled water flowing inside the cooling coils through the use of bypass valves.   
 
5.2 Results and performance - Chiller’s thermal and operating performance  
Figure 9 and Figure 10 show extracts from the results obtained for a simulation run at 1-minute 
intervals over a period of a whole week in August, using the plant system configuration shown in 
Figure 8. Specifically Figure 9 shows the inlet and outlet temperatures of the different water streams, 
whilst Figure 10 shows the corresponding refrigerating power produced by the Chiller in response to 
the building cooling demand, over the same time period. The time period shown in both figures is for a 
typical 12-hour period.  
 
 
Fig. 9 - Inlet and outlet temperature of the different water streams  
  
 
Fig. 10 - Refrigerating power produced by Chiller 
 
The triangular oscillations in both temperature and refrigerating power produced are in response to 
the control imposed on the CHP unit, which cycles ‘On’ and ‘Off’ to maintain the hot water 
temperature inside the hot water storage tank between 65°C and 75°C. The chiller’s output power is 
responsive to the temperature change in hot water supply, and in other plant configurations, the 
output power can be controlled via the hot or cooling water inlet temperature as discussed by 
Kohlenbach in [34]. In this example however the plant system control scheme was kept simple and 
the chiller was controlled by a simple ‘On’/‘Off’ control scheme similar to the one used to control the 
CHP unit.  
 
Also, the chiller’s thermal performance is responsive to the thermal demand of the building; switching 
‘On’/‘Off’ is most frequent when the cooling demand is low whilst the system works with a more stable 
behaviour as the building thermal demand increases. The chilled water storage tank acts as a buffer 
between the refrigerating power produced by the chiller and the space cooling demand of the building.  
 
5.3 Results and performance - Seasonal system performance 
As mentioned the full results of the analysis performed, including the full annual results for the various 
scenarios modelled will be presented in a separate publication, nonetheless Table 6 summarises the 
main performance metrics calculated for the micro-trigeneration plant system configuration shown in 
Figure 8. The performance metrics shown are based on the results obtained for the simulations 
performed for the period starting beginning of June and ending end of September, the assumed 
duration of the cooling season. As explained the simulations were run at 1-minute resolution, with the 
results then aggregated on a seasonal basis. The results highlight the energetic and operational 
performance of the micro-trigeneration system for the cooling season, when the absorption chiller 
model was used to provide space cooling to the building. 
 
Table 6 - Seasonal performance metrics for the proposed micro-trigeneration system 
Performance Metric Value Comment 
Chiller seasonal operational time 
(Hours) 
1,735 Total number of hours chiller was ‘On’ 
Chiller seasonal operational load factor 
(%) 
59.3 
Percentage time chiller was ‘On’ compared to the total possible 
time (June - September/122 Days/2,928 Hours) 
Space cooling energy provided 
(kWh) 
10,982 





Total electricity cogenerated by the CHP unit; partly exported to the 
grid and partly used to satisfy own demand  




Total energy supplied to heat water from mains temperature to 
approx. 60-65°C. Daily average water consumption assumed of 
30litre/person/day. 




Total fuel supplied to system; the CHP unit and auxiliary boiler. Fuel  
used was Liquefied Petroleum Gas (LPG) 
Micro-trigeneration primary energy 
consumption 
(kWh) 
31,214 Assumes a calorific value for LPG of 46.15 MJ/kg [37] 
Micro-trigeneration system efficiency 
(%) 
69.1 
Overall system efficiency is based on equation by Dorer in [38] 
which compares the energy products produced by the micro-
trigeneration system:  
• Space cooling energy provided;  
• Electricity cogenerated; and  
• Energy supplied to provide domestic hot water  




This paper presented the development of a new generic model for a single effect lithium bromide-
water absorption chiller. In contrast to other dynamic models which rely on complex modelling and 
calibration of the internal characteristics of the chiller, the model presented in the paper was 
developed in such a way as to enable its calibration as a single unit. Also, whereas other models 
require re-calibration of the internal components in order to represent different chiller types, the model 
presented in this research can be calibrated simply by measured data of the inlet and exit 
temperatures of the three water circuits flowing in and out of the chiller. The model is therefore very 
flexible and adaptable for calibration with other similar chillers. The model predictions were compared 
to an alternative model and to measured data showing good agreement with both. Finally, an 
application of the model is presented demonstrating the kind of performance metrics that can be 




A  Area (m
2
) 
 ̅ Mass weighted average specific heat capacity (kJ/kgK) 
c  Specific heat (kJ/kgK) 
f Circulation ratio (-) 
h  Specific enthalpy (kJ/kg) 
M  Total mass of node (kg) 
ṁ  Mass flow rate (kg/s) 
m  Mass of component inside the chiller (kg) 
p  Cycle pressure (kPa) 
t  Time (sec) 
T  Temperature (°C) 
U  Component total heat loss coefficient (W/m
2
K) 
X  Solution concentration of lithium bromide in water (%) 
Greek Letters 
ƞ Recovery heat exchanger effectiveness 
Indices 
chilled Chilled water flow circuit  
cooling Cooling water flow circuit  
el Electrical power 
env Environment 
g  Internal node within the absorption chiller representing the thermal mass which 
is associated with the hot water circuit 
high  High pressure of absorption refrigeration cycle found in generator-condenser 
hot Hot water flow circuit  
i  Internal node within the absorption chiller representing the thermal mass which 
is associated with the chilled water circuit  
j  Internal node within the absorption chiller representing the thermal mass which 
is associated with the cooling water circuit 
low  Low pressure of absorption refrigeration cycle found in absorber-evaporator 
ref  Refrigerant 
strong  Chiller branch with the strong solution 
th  Thermal power 
weak Chiller branch with the weak solution 
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